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                                                       5.37 Wall section at council chamber.

                                                         A Solid brick wall of 26.5 x 7 x 13 cm
                                                           bricks.
                                                         B Flashing to prevent water running down
                                                           the face of the wall from penetrating the
                                                           roof.
                                                         C Concrete beam inside brick wall to
                                                           support masonry over opening. Aalto
                                                           felt no need to express the structural
                                                           forces in the lintel.
                                                         D 12 mm wood trellis supported by 1½ x
                                                           4" wood beams. This is another of the
                                                           numerous wood screens used to filter
                                                           light into the building.
                                                         E Roof construction of 2 x 4 joists with 3"
                                                           cork insulation and ¾” board on
                                                           blocking with wood deck below.
                                                         F Copper roofing.
                                                         G Window.
                                                         H Brick cavity wall of two 13 cm brick
                                                           wythes with 7 cm insulation and cavity.
                                                           This is the only cavity wall in the
                                                           building, probably to decrease its
                                                           weight since it is suspended.
                                                         I Double concrete slab.
                                                         J Wood soffit of shiplap boards 7/6 x 1½”
                                                           on blocking with copper edge.
                                                         K Double wood window.
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                                                         5.38 Interior wall section at council
                                                         chamber roof.

                                                           A Standing seam galvanized metal
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