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              450 - 750 VOLTS - Copper conductor PVC insulated SSA 1320, IEC 60227 & BS 6004
                    HO 7V - U With Solid Conductor - TYPE 60227 IEC 01




                           RIYADH CABLES




For internal wiring of equipment rated voltage up to 1000 V AC and up to 750 V DC to earth.


                                         Conductor
                                                                                        Weight of          Maximum        Standard
                    Nominal
   Catalogue                                   Diameter        Insulation    Overall    Finished               DC          Packing
                     Cross          Number of     of
    Number                                                     Thickness    Diameter      Cable           Resistance       Length
                    Section          Wires in Conductor                                                           0
                                                                                        Approx.             at 20 C
                                    Conductor  Approx.
                          mm2                     mm              mm          mm         Kg / Km           Ohm / Km       M + 5%
 OC 010004xx         1 x 1.5            1        1.38              0.7         3.2             21              12.1        100 C
 OC 010005xx         1 x 2.5            1        1.78              0.8         3.9             34              7.41        100 C
 OC 010006xx             1x4            1        2.25              0.8         4.4             50              4.61        100 C
 OC 010007xx             1x6            1        2.76              0.8         5.0             70              3.08        100 C
 OC 010008xx             1 x 10         1        3.57              1.0         6.4             115             1.83        100 C


Color: green / yellow,      blue,    black,   green,    red,      yellow,   brown,     grey,         orange,    white,
Code:       01               02       03        04       05         06        07        08             09        10


For required colour replace the last two digits - xx, by color code.
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      450 - 750 VOLTS - Copper conductor PVC insulated SSA 1320, IEC 60227 & BS 6004
                   HO 7V - R With Stranded Conductor - TYPE 60227 IEC 01
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For internal wiring of equipment rated voltage up to 1000 V AC and up to 750 V DC to earth.


                                         Conductor
                                                                                          Weight of          Maximum         Standard
                    Nominal
   Catalogue                                   Diameter          Insulation    Overall    Finished               DC           Packing
                     Cross          Number of     of
    Number                                                       Thickness    Diameter      Cable           Resistance        Length
                    Section          Wires in Conductor                                                             0
                                                                                          Approx.             at 20 C
                                    Conductor  Approx.
                          mm2                      mm               mm          mm         Kg / Km           Ohm / Km        M + 5%
 OC 010104xx         1 x 1.5            7         1.50               0.7         3.3             22               12.1        100 C
 OC 010105xx         1 x 2.5            7         2.01               0.8         4.0             35               7.41        100 C
 OC 010106xx             1x4            7         2.55               0.8         4.6             52               4.61        100 C
 OC 010107xx             1x6            7         3.12               0.8         5.2             71               3.08        100 C
 OC 010108xx             1 x 10         7         4.05               1.0         6.7             116              1.83        100 C
 OC 010109xx             1 x 16         7         5.10               1.0         7.8         185                  1.15        100 C
 OC 010110xx             1 x 25         7         6.42               1.2         9.7         290                 0.727        100 C
 OC 010111xx             1 x 35         7         7.65               1.2        10.9         390                 0.524        100 C
  000101xx12             1 x 50        19         8.90               1.4        12.8         525                 0.387        3000 D
  000101xx13             1 x 70        19         10.70              1.4        14.6         735                 0.268        3000 D
  000101xx14             1 x 95        19         12.60              1.6        17.1         1010                0.193        3000 D
  000101xx15         1 x 120           3
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